
 

Conformity with the following European Directives: 

Parts of the products herein conform to the requirements of the Low Voltage Directive 2014/35/EU and/or the 

EMC Directive 2014/30/EU, and the rest parts belong to CE exemption. They all go with the CE Marking 

accordingly. In addition, the mentioned model is also compliant with RoHS 2 Directive listed below. 

 

Conformity with the following product standards: 

 

Manufacturer Name: Picotest Corp. 

Manufacturer Address: 5F-1, 286-9, Hsin-Ya Rd, 80673, Kaohsiung, Taiwan 

Declaration of Product 

Product Name: Injector 

Product Accessories: This declaration applies to all accessories of the above product(s). 

 

1. EMC with LVD1: 

To be compliant with the EMC and LVD, the following directives are necessary to be applied on the mentioned models. 

LVD: EN 61010-1:2010, IEC 61010-2010 (Third Edition) 

EMI: 

EN61326-1:2013 (IEC 61326-1:2012), EN61326-2-1:2013 (IEC 61326-2-1:2012) 

Emission: CISPR 11:2009 +A1:2010, Class B 

EN61000-3-2:2014, EN 61000-3-3:2013 

EMS:  

IEC 61000-4-2:2008, IEC 61000-4-3:2010, IEC 61000-4-4:2012, 

IEC 61000-4-5:2014 +A1:2017, IEC 61000-4-6:2013, IEC 61000-4-8:2009 

IEC 61000-4-11:2004 +A1:2017 

*. The Models Include J2121A, J2170B, J2171A. 

 

2. EMC with LVD-Free2: 

To be compliant with the EMC, the following directives are necessary to be applied on the mentioned models. 

EMI: 

EN61326-1:2013 (IEC 61326-1:2012), EN61326-2-1:2013 (IEC 61326-2-1:2012) 

Emission: CISPR 11:2009 +A1:2010, Class B 

EN61000-3-2:2014, EN 61000-3-3:2013 

EMS:  

IEC 61000-4-2:2008, IEC 61000-4-3:2010, IEC 61000-4-4:2012, 

IEC 61000-4-5:2014 +A1:2017, IEC 61000-4-6:2013, IEC 61000-4-8:2009 

IEC 61000-4-11:2004 +A1:2017 

        *. The Models Include J2110A, J2111A, J2111B, J2112A, J2113A, J2120A, J2180A, J2180A-20, 

J2161A. 

 

                                                                                                                
1111    The LVD inspection requires the equipment with an input power over 42.4V p-p (ACV), or over 60V (DCV).    
2222    The LVD-Free means that the equipment is no need to inspect its LVD due to the input power lower than 42.4V p-p (ACV), 

or 60V (DCV).    



3. LVD with EMC Exemption Instructions (EEI): 

The models below need LVD inspection, however, they are compliant with the following conditions of EEI.  

1.1.4 Inherently benign equipment 

Equipment which is inherently benign in terms of electromagnetic compatibility is excluded from the scope of the 

EMC Directive25. Equipment is considered inherently benign in terms of electromagnetic compatibility if: 

 its inherent physical characteristics are such that it is incapable of generating or contributing to electromagnetic 

emissions which exceed a level allowing radio and telecommunications equipment and other equipment to 

operate as intended; and, 

 it will operate without unacceptable degradation in the presence of the electromagnetic disturbance normally 

present in its intended environment. 

Both conditions need to be met in order to classify equipment as inherently benign. 

*. The Models Include J2100A, J2101A. 

 

4. LVD-Free with EMC Exemption Instructions (EEI): 

The models below don’t need LVD inspection, and they are also compliant with the following conditions of EEI.  

1.1.4 Inherently benign equipment 

Equipment which is inherently benign in terms of electromagnetic compatibility is excluded from the scope of the 

EMC Directive25. Equipment is considered inherently benign in terms of electromagnetic compatibility if: 

 its inherent physical characteristics are such that it is incapable of generating or contributing to electromagnetic 

emissions which exceed a level allowing radio and telecommunications equipment and other equipment to 

operate as intended; and, 

 it will operate without unacceptable degradation in the presence of the electromagnetic disturbance normally 

present in its intended environment. 

Both conditions need to be met in order to classify equipment as inherently benign. 

*. The Models Include J2102B-N, J2102B-BNC, J2130A, J2140A, J2160A. 

 

Any equipment with CE mark, and delivered to Europe also has to be compliant with the RoHS2 directives 

below. 

 

RoHS 2:  

• Cadmium doesn’t exceed a maximum concentration value of 100 ppm  

• Lead doesn’t exceed 1000 ppm 

• Hexavalent chromium doesn’t exceed 1000 ppm  

• Mercury doesn’t exceed 1000 ppm  

• Polybrominated biphenyl (PBB) flame retardants doesn’t exceed 1000 ppm  

•  Polybrominated diphenyl ether (PBDE)r flame retardants doesn’t exceed 1000 ppm  

 

 
  11st December 2019                                                                                
  Date                                                             Mr. Hawk Shang 
                                                                      General Manager 

 

For more information, please contact your local supplier, sales office or distributor.    


